PLASMACLUSTER TECHNOLOGY s HARP

Be Original.

Air as Natural as Nature

ELEGANT,
EFFICIENT

¢
EFFECTIVE.

FP - F40E-T

British Allergy Foundation has made it easy to choose right air purifier, especially for people with respiratory problems. They have extensively

tested & certified Sharp Plasmaculster Air Purifiers for their effectiveness in reducing Asthma & Allergy & Allergy triggers.
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€3 New Pre-filter Hair and
Pet Dander

Capture approx.
240 micron.

B3 Deodorizing filter

Absorbs cigarette
and pet odour.

HEPA Filter

E) Electrostatic
HEPA filter

Traps 99.97% of particles
‘ (as small as 0.3 micron).

Model Number FP-F40E-T

Deodorization Filter

Pre-filter

Air Purification System Plasmacluster lon Generator with HEPA & Active Carbon Filter
Coverage Area* (Sq Ft) 320
Air Flow/ CADR (m3/hr) 240/ 150/ 60 (High/Medium/Low)
Modes Haze, Auto, Low, Medium & High
Pre-filter Standard Mesh
Filter Life* Upto 2 Years
Auto Restart Yes
Sensors Dust (3 Colour Light indicator)
Unit Dimensions (mm) 383 x540x209 (Wx HxD)
Net Weight (kg) 4.7
Voltage & Frequency 220~240V AC & 50/60Hz
Power Consumption (W) 31/12/6 (Max/Med/ Low)
Noise Level (db) 53 /41 /23 (Max/Med / Low)
L Warranty 1 Year Onsite )

NO HARMFUL OZONE
Sharp’s Plasmacluster Technology does not produce any harmful ozone during its process of air treatment. It mimics nature.

CB Certificate for Electrical Equipment
Japan Quality Assurance Organisation

Sharp Business Systems (India) Private Limited
SHARP Email: pci@sharp-oa.com | All India Service Support: 1800-425-4322
Timing: 9:00 am - 7:00 pm, (All days)

Be Or iginal. Website: in.sharp




