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Available exclusively through Vestige Marketing Private Limited.

Warranty not applicable on units purchased from any other source including
online portals such as Amazon & Flipkart.
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Dual Purification For Complete Protection:

Sharp Air Purifier combines ACTIVE PLASMACLUSTER & PASSIVE FILTERATION to give

Naturally Clean & Healthy Indoor Air.

ACTIVE Plasmacluster Technology

Plasmacluster ions are positive and negative
ions that occur in nature

Generates fresh indoor air

Neutralises harmful VOC & toxic gases

Kills microbes & other contagious pathogens
Removes static charge

Skin Beautification
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Effect of ‘
Plasmacluster '

NO HARMFUL OZONE

Sharp’s Plasmacluster ion technology does not
produce any harmful Ozone during its process
of air treatment. It mimics nature.

CB Certificate for Electrical Equipment
¢ Japan Quality Assurance Organisation

PASSIVE Filtration

High-performance HEPA filter

Captures 99.97% of 0.3 micron
dust particles

Active Carbon Filter/Charcoal Layer

Helps in removal of smoke and
chemical fumes

Micron Mesh Pre-Filter

Captures dust particles as
small as 50 microns

n Highest Class H14 HEPA Filter (in EN1822 type

a Large surface area
n Highest CADR (Clean Air Delivery Rate)

)
a Captures 99.97% of 0.3 micron particles ]
1
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Depending upon the usage and environmental
conditions, a HEPA can last for 2 years.

Specifications

Model | Fe-som

Plasmacluster lon Generator
with True HEPA &
Active Carbon Filter

Air Purification System

Coverage area* (sq ft) 250

Air Flow/ CADR (m3/hr) 180/120/60

Noise level (max/med/low) (dB) 44 /36/23

Modes Haze, Low, Medium & High
Auto restart Yes

Timer (Off) Yes (4/8h)
Pre-filter Standard Mesh

Filter Life* Upto 2 Years

220-240, 50/60
Power input (max/med/low) (W) 50/30/13
Standby power (W) 0.6
Dimensions (WxHxD) (mm) 431 x 411 x 211
Net weight (kg) 4.2
Warranty 2 year ONSITE

# The filter life may vary according to environmental conditions, season and
occupant’s lifestyle.
* Depending on fan speed & indoor environment conditions

Voltage/frequency (V, Hz)

British Allergy Foundation has made it easy to choose right air purifier, especially for people

with respiratory problems. They have extensively tested & certified Sharp Plasmacluster Air
Purifiers for their effectiveness in reducing Asthma & Allergy triggers.
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