
PLASMACLUSTER TECHNOLOGY
Air  as  Natural  as  Nature

YOUR ROOM

N o w  y o u  c a n  c o m m a n d  y o u r  S h a r p  F X - J 8 0 M - H
a i r  p u r i f i e r  w i t h  j u s t  a  c l i c k .

PURIFY
THE SMART WAY.

Certified 

30 
Institutes and 
Organizations

Over
Plasma discharge generates and emits the same positive and negative ions that occur in nature. 
Plasmacuster Technology is Sharp's original air purifying technology that removes airborne mold and 
viruses. The benefits have been proven by o�icial test institutions in Japan and around the world.

High-Density Plasmacluster Ions
Remove Airborne Mold and Viruses

CERTIFIED WORLDWIDE
PLASMACLUSTER—GAINING TRUST AND NEW CUSTOMERS AROUND THE WORLD (TESTED BY OVER 30 INSTITUTES AND ORGANIZATIONS)

• Sharp does not guarantee the test results can be replicated
   in actual user situations.
• Plasmacluster Ion effectiveness will vary depending on
   ion density and product used.
• Plasmacluster and the Plasmacluster logo are trademarks
   or registered trademarks of Sharp Corporation. 

Germany

U.K.
Viruses
•  Retroscreen Virology

Japan
Efficacy proven in clinical trials
•  Graduate School of Medicine, University of 

Tokyo / Public Health Research Foundation
•  Faculty of Science and Engineering, Chuo 

University / Clinical Research Support Center, 
University Hospital, University of Tokyo 

•  Animal Clinical Research Foundation
•  Soiken Inc.
•  School of Bioscience and Biotechnology, 

Tokyo University of Technology
•  HARG Treatment Center, National Trust Co., 

Ltd.
Viruses
•  Kitasato Research Center of Environmental 

Sciences
•  Kitasato Institute Medical Center Hospital
•  Shokukanken Inc.
•  National Research Center for the Control and 

Prevention of Infectious Diseases/Institute of 
Tropical Medicine, Nagasaki University

Allergens
•  Department of Biochemistry and Molecular 

Pathology, Graduate School of Medicine, 
Osaka City University  

•  Graduate School of Advanced Sciences of 
Matter, Hiroshima University

Fungi
•  Shokukanken Inc.
• Ishikawa Health Service Association
• Japan Food Research Laboratories
• Biostir Inc.
• Medical Mycology Research Center, Chiba 

University

HAZE (Toluene, Pentanone)
•  Sumika Chemical Analysis Service
Bacteria
•  Ishikawa Health Service Association
•  Kitasato Research Center of 

Environmental Sciences
•  Kitasato Institute Medical Center 

Hospital
•  Animal Clinical Research Foundation
• Japan Food Research Laboratories
• Shokukanken Inc.
Odors, pet smells
• Boken Quality Evaluation Institute
Skin beautifying effects
•  School of Bioscience and 

Biotechnology, Tokyo University of 
Technology

Hair beautifying effects
•  Saticine Medical Co., Ltd.
• C.T.C Japan, Ltd.
Working mechanism of inhibitory 
effects on allergens
•  Graduate School of Advanced Sciences 

of Matter, Hiroshima University
Working mechanism of skin 
moisturizing (water molecule 
coating) effect
•  Research Institute of Electrical 

Communication, Tohoku University
Stress and Concentration level
•  Dentsu ScienceJam Inc.

South Korea
Viruses
• Seoul National University

Vietnam
Viruses
•  Pasteur Institute of Ho Chi Minh 

City
•  Hanoi College of Technology, 

Vietnam National University

U.S.A.
Bacteria
•  Dr. Melvin W. First, Prof. Emeritus, 

Harvard School of Public Health

Thailand
Bacteria
• Chest Disease Institute

Malaysia
HAZE (Analysis of component)
• University Putra Malaysia

Indonesia
Viruses
• University of Indonesia

China
Viruses
•  Shanghai Municipal Center for Disease 

Control and Prevention
Fungi
•  Shanghai Municipal Center for Disease 

Control and Prevention
Bacteria
•  Shanghai Municipal Center for  Disease 

Control and Prevention

Fungi
•  University of Lübeck
•  Dr. Gerhard Artmann, Aachen 

University of Applied Sciences
Bacteria
•  University of Lübeck
•  Dr. Gerhard Artmann, Aachen 

University of Applied Sciences
Working mechanism of inhibitory 
effects on viruses, fungi, and 
bacteria
•  Dr. Gerhard Artmann, Aachen 

University of Applied Sciences

Georgia
Efficacy proven in clinical trials
•  National Center of Tuberculosis 

and Lung Disease

India
Air Pollutants
•  Profs of Indian 

Institute of 
Technology Delhi

Sharp Business Systems (India) Pvt. Ltd.
Plot No. A9, 3rd Floor, Add India Center,
Sector 125, Noida, Uttar Pradesh 201303 Contact us at: contact@sharp-oa.com Website: in.sharp

1

2

3

Allergens &
Microscopic
dust

Pet hair/Large
dust particle

Cigarette odor/
General odor
in house

New
Pre-filter

Deodorizing
filter

HEPA
filter

Toll-free No.: 1800-419-4322

Color

Recommended area  Air purifying

Recommended area for high-density Plasmacluster ions

Operation modes

AIoT (Wi-Fi connectivity)

Voltage/frequency (V, Hz)

Power input (Max / Med / Sleep) (W)

Standby power (W)

Inverter operation

Airflow (Max / Med / Sleep) (m3/hour)

Noise level (Max / Med / Sleep) (dB)

Special program mode

Auto restart

Child lock

Timer

– H (gray)

62 m2

35 m2

Max / Med / Low /
 Pollen / Sleep, Auto

Yes

220-240, 50

60

1.3

Yes

480 / 288 / 60

47 / 45 / 15

Yes

Yes

Yes (on / off) (1-12h)

SHARP AIR /
Plasmacluster spot /

HAZE / Anti-dust /
Clean ion shower

Models

Color

Recommended area*1  Air purifying

Recommended area*2 for high-density Plasmacluster ions

Operation modes

AIoT (Wi-Fi connectivity)

Voltage/frequency (V, Hz)

Power input (Max / Med / Sleep) (W)

Standby power (W)

Inverter operation

Airflow (Max / Med / Sleep) (m3/hour)

Noise level (Max / Med / Sleep) (dB)

Special program mode

Auto restart

Child lock

Timer

Filter type  Dust collection 

  Deodorization

  Pre-filter

Filter life  Dust collection

  Deodorizing filter

Filter replacement indicator

Sensor  Odor

  Dust

  Temperature and humidity

  Light

Clean sign indicator

Digital distplay

Light control button

Power cord length (m) approx.

Plug type

Dimensions (W x H x D) (mm)

Net weight (kg)

Replacement filter HEPA filter

  Deodorizing filter

Replacement unit

FP-J80

– H (gray)

62 m2

35 m2

Max / Med / Low /
 Pollen / Sleep, Auto

Yes

220-240, 50

60

1.3

Yes

480 / 288 / 60

47 / 45 / 15

Yes*3

Yes

Yes (on / off) (1-12h)

HEPA

Yes

Yes

Up to 2 years*

Up to 2 years*

Yes

Yes

Yes
 (High sensitive)

Yes

Yes

Yes

Yes (3 digits) 

No

2.0

Type C (2-pin)

416 x 728 x 291

10.6

FZ-J80HFE

FZ-J80DFE

IZ-C90ME

SHARP COCORO AIR /
Plasmacluster spot /

HAZE (E, L, EV, EP, M) / 
Anti-dust (Y) /

Clean ion shower (TA)

*Filter life may vary according to the use and environmental conditions.

SPECIFICATIONS: FX-J80M-H AIR PURIFIER



FX-J80M-H
Recommended Room Size: 62 m2

ON

ON

Clean air

Dirty air

Room air is very dirty.

Using as Remote Control Home Fit
Visualization automatic operation based air quality level.

Visualization for Air Quality 
Visually confirms that air quality of the room has become clean.

Filter Status Monitor 
Propose optimal timing for filter exchange.

Analysis

PM2.5 Humidity

Dust

Temperature

Dust Collection Filter

Deodorizing Filter

(Wireless LAN connection)

SMART IS THE NEW WAY
TO BREATHE.

With AIoT, connect your Sharp FX-J80M-H Air Purifier  
with an app and operate your device anytime anywhere.

Enjoy fresh air at your fingertips. The Sharp FX-J80M-H 
Air Purifier is a true heavyweight performer and has an 
e�ective coverage area of 680 sq.�. It’s laced with the 
patented Plasmacluster Technology that releases 
positive and negative ions to neutralise airborne 
particles, germs, odour and other VOCs while spreading 
nature-like freshness in the surrounding.

Bacteria Allergens

Facial CareViruses

HAZE

Odours Static Electricity

Mold

THREE-STEP DUST COLLECTION SYSTEM

Absorbs cigarette odour, pet 
odour and many other 
common household odours.

Traps 99.97% of 
microscopic particles 
(as small as 0.3 micron) 
in the air.

Captures dust particles 
approx. 240 micron.

Electrostatic 
HEPA filter

Deodorizing filter

New Pre-filter
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Allergens &
Microscopic
Dust

Pet Hair/Large
Dust Particle

Cigarette Odour/
General Odour
in House

New
Pre-filter

Deodorizing
Filter

HEPA
Filter

Faster airflow at a 20º angle collects dust at lower levels in the room for more effective cleaning.

Plasmacluster can remove static 
electricity and prevent dust from attaching 

to walls and other surfaces.

Patented by Sharp
• No. 4118316 (Japan)        • No. MY-144907-A (Malaysia)        • No. IDP 0029038 (Indonesia)

• E�ect a�er the above times in a testing space of approx. 41 m3 and approx. 2 m from 
the front discharge outlet.

• In a testing space of approx. 
25 m3 and approx. 2.5 m from 
the front discharge outlet.

E�ect of Plamacluster Spot Mode Deodorization and Bacteria Removal

Approx.
20 minutes

Approx.
4 hours

Approx.
1 hour

Approx.
4 hours

Approx.
1 hour

Approx.
8 hours

Removal of
clinging bacteria

 
Removal of clinging odours

Cigarette
odour 

Odour of wet
clothes drying

indoors  
Pet

odour
Sweat
odour

Cooking
odour 

Approx.
4 hours

Clinging
odour 

Clinging
bacteria 

High Density

100,000 Ions/cm3

A high-density concentration of Plasmacluster ions are discharged forward. This can effectively remove odour, bacterias and viruses in remote corners of the room.

PLASMACLUSTER SPOT MODE

For Times When a Particular Spot Needs Extra Attention.

The British Allergy Foundation has tested KI, KC, and FP, FX-series Sharp Plasmacluster air purifiers and verified
that airborne allergens including  dust mite feces and remains, as well as pollen, are removed.

COLLECT
2 Powerful Air Suction and Unique Airflow Quickly

and Efficiently Collect Dust and Other Particles

REMOVE
1 Plasmacluster Ions Can Remove Mold, Viruses,

Allergens, Odors, and Static Electricity

CAPTURE3 High-Performance Filters Capture Airborne
Dust Particles

CONVENIENT FEATURES FOR EVERYDAY COMFORT
Automatic Operation & Display

Automatically senses & operates according to room condition
Room light detection to turn ON/OFF panel display automatically

HAZE Special Mode
Operates at HIGH fan speed for 60 minutes and then 
alternates between Low and High Level for 20 minutes each to 
e�iciently destroy and eliminate poisonous gases and PM2.5.

Convenient Function
Timer function
Child lock
Touch panel
Real time PM2.5 monitor
HAZE, dust & odour sensor

SMART ENJOY AIR PURIFIER CONNECTING WITH WIRELESS LAN (FX-J80M-H)

HEPA
Filter

Deodorizing
Filter

 20˚
Airflow
Angle

HAZE
Mode*

Auto
Operation

Sleep
Mode

Timer
(ON/OFF)

Light
Sensor

SHARP
COCORO AIR

(W.LAN)

Temperature,
Humidity,

Dust, Odour
Sensor

• On/O� Timer (1-12 hours) • Dust and Odour Indication Monitor • Auto Restart 
• Humidity/Temperature/PM2.5 digital display 

  

Plasmacluster
Ion Spot


