
SHARP Air Purifier - FP-J52M-W
A smart way to breathe fresh
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The product releases Plasmacluster 
ions with a strong airflow and 
collects dust while decreasing static 
electricity for 10 minutes. After that, 
the Sensitive dust sensor sensitivity 
is automatically increased and 
quickly detects impurities and cleans 
the air powerfully for 50 minutes.
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1. Generates fresh indoor air

2. Neutralises harmful VOC & other toxic gases

3. Kills Microbes and other contagious elements

4. Removes static charge

5. Hydrates skin
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Sharp’s Plasmacluster ion technology does 
not produce any harmful Ozone during its 
process of air treatment. It mimics nature. 

CB Certificate for Electrical Equipment
� Japan Quality Assurance Organisation

NO 
HARMFUL OZONE

PLASMACLUSTER TECHNOLOGY 

*Filter life depends on environment condition & usage

*UP TO 2 YEARS FILTER LIFE



SPECIFICATIONS:

THE SIGNS BEHIND A RIGHT CHOICE!

Model Number FP-J52M-W

Air Purification System
High density Plasmacluster Technology with  

HEPA & Active Carbon Filter

AIoT (Wi-Fi) Enabled Yes

Coverage Area (Sq Ft) 430

Air Flow/ CADR (m3/hr)
306 / 186 / 48 

(High/Medium/Low)

Modes Ion shower, Auto, Low, Medium & High

Pre-filter Washable Fine-Meshed filter

Filter Life* Upto 2 Years

Auto Restart Yes

Sensors Dust, Odor, Humidity, Temperature & Light

Unit Dimensions (mm) 390 x 583 x 270 (W x H x D)

Net Weight (kg) 6.4

Voltage & Frequency 220~240 V AC & 50/60Hz

Power Consumption (W)
39/ 14 / 4.5 

(Max / Med / Low)

Noise Level (db)
51 / 39 / 15 

(Max / Med / Low)

SHARP Business Systems (India) Private Limited

3rd Floor, Add India Centre, Plot No. 9, Sector-125, Noida, Uttar Pradesh - 201301

1800-419-4322 (Toll Free) contact@sharp-oa.com in.sharp

*FILTER LIFE DEPENDS ON ENVIRONMENT CONDITION & USAGE

Auto

PM 2.5
display

Low Noise

Temperature 
sensor

Humidity 
sensor

Light 
sensor

Off 
timer

Dust sensor

Wifi

Odor sensor

Clean sign 
indicator

Filter change 
indicator

CLEAN


